
 
 

 

 ATF DEXRON III G  
                                                     

    
Description 

 

Formulated with top quality base oils and advanced additive technology to meet the challenging demands of automatic 

transmissions. Suitable for gearboxes, automatic transmissions, power steering, torque converters, boats reverse gears, 

hydrostatic transmissions, hydraulic circuits or mechanical or specifications where GM DEXRON® IIIG (and above) or FORD 

MERCON® are required. 

 

Properties 
 

 Excellent anti-friction properties. 

 Anti-wear protection, rust yantioxidante. High thermal stability. 

 High heat dissipation. 

 High viscosity index. 

 Avoid foaming. 

 

Technical data 

Characteristics Standard Typical  

Color Visual Red 

Density a 15 ºC, Kg./L. ASTM D-4052 0.860 

Viscosity 100 ºC, cSt ASTM D-445 7.7 

Viscosity 40 ºC, cSt ASTM D-445 39.5 

Viscosity index, mín. ASTM D-2270 165 

Flash point, mín., ºC ASTM D-92 200 

Pour point, ºC ASTM D-97 -45 

 

Especificaciones 

 
 GM DEXRON III G 

 FORD MERCON 

 MB-236.9 

 ALLISON C-4 

 MAN 339 V-1/ Z-1 

 ZF TE-ML-05L/09/21L 

 VOITH H55.6335 



 
 

 

Seguridad e higiene 

 
There is a corresponding safety data sheet according to current legislation, available on request. 
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